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June 9, 2025

NLCAA 2025 Curriculum Update Report Summary
ATT and ATE Certification Curriculum:

Throughout the 2022 Energy Code, NLCAA has continued to make non-substantive changes to modify
and improve the curriculum. This has included presentation clean-up and minor modifications based on
further code clarification that has come up over the past few years.

To prepare for the new 2025 Energy Code updates, NLCAA has made substantive changes based on the
guidance letter provided by the CEC. Changes made to the 2025 ATT and ATE Certification Curriculum
include, but are not limited to, updating terminology for daylight responsive controls, removing Sections
130.1(c)7 and 130.1(f), eliminating the Tailored Method from Section 140.6, incorporating training
facility field audits, and updating all content to align with the 2025 Energy Code cycle.

All code/form materials included in the NLCAA ATT and ATE courses will be updated to the 2025
codes/forms when the clean versions have been approved and released.

ATT/ATE Recertification Curriculum:

NLCAA has created the 2025 ATT/ATE Recertification Course based on the CEC guidance report of new
2025 Energy Code changes. The provided update report table shows where NLCAA has included
references to the new 2025 Energy Code updates in the presentation.

All code/form materials included in the NLCAA ATT/ATE Recertification course will be updated to the
2025 codes/forms when the clean versions have been approved and released.

Certification Statement:

I, Michael Scalzo, certify that NLCAA has met and will continue to meet all requirements for the ATTCP
program as specified in §10-103.1 and its application approved by the CA Energy Commission.

Sincerely,

Wechadl Sw?a
Michael Scalzo
NLCAA-CET | Executive Director

0: 562-485-9144
mscalzo@nlcaa.org
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JSection 170.2(e)3D

This change deletes existing language about the Tailored Method of Section 170.2(e
)3D.

This change specifies that additional allowances cannot be used for general lighting
unless explicitly designated.

Prohibits increasing allowances for display, decorative, wall display, floor display, or
Jtask lighting by decreasing other lighting power allotments.

Will be covered with
the energycode
crosswalk

Will be covered with
the energycode
crosswalk

Will be covered with
the energycode
crosswalk

Section 170.2(e)4

Deletes Section 170.2(e)4Ave and 170.2(e)4B related to the Tailored Method.

Will be covered with
the energycode

Will be covered with
the energycode

Will be covered with
the energycode

crosswalk crosswalk crosswalk
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i gn v. crosswalk crosswalk crosswalk

|Section

Description of Change

Section 170.2(e)4Avg

Specifies and retains the requirement about floor display lighting in a new
subsection that floor display lighting shall not qualify for wall display lighting power
Jallowances.

Will be covered with
the energycode
crosswalk

Will be covered with
the energycode
crosswalk

Will be covered with
the energycode
crosswalk

Jsection 170.2(e)4Avh

Specifies the requirement in a new subsection about the criteria for wall lighting that
can be eligible for wall display lighting allowance. The criteria are the same criteria for]
wall lighting eligible under the Tailored
Method for wall lighting.

Will be covered with
the energycode
crosswalk

Will be covered with
the energycode
crosswalk

Will be covered with
the energycode
crosswalk

|section 170.2(e)4Avi

Specifies determination of mounting height of the luminaires based on
whether the mounting height is the same for all qualified luminaires or of various
Imounting height of the qualified luminaires.

Will be covered with
the energycode
crosswalk

Will be covered with
the energycode
crosswalk

Will be covered with
the energycode
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|Section 170.2, TABLE 170.2-M

Corrects values in TABLE 170.2-M adjusting the allowed lighting power density
values for storage, healthcare/assisted living spaces, and conference/multipurpose
Jareas to match the corresponding values in TABLE 140.6-C.

|Adds Footnote to TABLE 170.2-M explaining that "MH" refers to the mounting height
of the lighting systems.

"NA" entry replaced in the table with the lighting power density values for general
|Iighting.

Will be covered with
the energycode
crosswalk

Will be covered with
the energycode
crosswalk

Will be covered with
the energycode
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Section 170.2(e)6, TABLE 170.2-S

dds guidance notes to TABLE 170.2-S specifying whether additional lighting power
allowances for outdoor lighting should be applied per application or per site.
Introduces area-based allowance for security cameras and special security lighting,
providing an option to apply the allowance per site based on the
illuminated hardscape area.

Will be covered with
the energycode
crosswalk

Will be covered with
the energycode
crosswalk

Will be covered with
the energycode
crosswalk

Section 170.2(e)7

Removes legacy light sources (high-pressure sodium lamps, metal halide lamps,
uorescent lamps, and compact fluorescent lamps) from subsections

Will be covered with
the energycode

Will be covered with
the energycode

Will be covered with
the energycode
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requirements for signs of Section 170.2(e)7.
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Section 180.2(b)4Bivc

[This change is to delete the referenced section, Section 160.5(b)4Cid.

Will be covered with
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Will be covered with
the energycode
crosswalk

Will be covered with
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Section 180.2, TABLE 180.2-E

[This change revises reference code sections for demand responsive controls to
limprove accuracy and clarity. Adds references to 110.12(a) and 110.12(b).
Removes reference to 160.5(b)4E.

IAdds "except for 160.5(b)4Cvi.b" to the row of "Automatic Shut Off Controls
160.5(b)4Cvi" to align with TABLE 141.0-F.

Revised “Daylighting” to “Daylight Responsive” in TABLE 180.2-E.

Will be covered with
the energycode
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Will be covered with
the energycode
crosswalk

Will be covered with
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Section NA7.6.1

[This change revises the term to “Daylight Responsive Controls Acceptance Tests”
Fom the term “Automatic Daylighting Responsive Controls Acceptance
ests”.

Not in presentation
will be highlighted
while reading the
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ISections NA7.6.1.1(b),
(c) and NA7.6.1.4(b)2

This change is to replace the term “automatic daylighting controls” with the new term
“daylighting responsive controls”.

Not in presentation
will be highlighted
while reading the
code

Not in presentation
will be highlighted
while reading the
code

Not in presentation

will be highlighted

while reading the
code

|Section: NA7.6.1.1

The specific purpose of the change to this section is to make non substantive
Jformatting changes and subdivision heading changes necessary to effectively
communicate the requirements and standards in a precise and clear manner

Not in presentation
will be highlighted
while reading the
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Not in presentation
will be highlighted
while reading the
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Not in presentation
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|Section: NA7.6.1.4(e)

The specific purpose of this change is to remove the word “aforementioned” to
limprove readability.
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while reading the

code

Not in presentation
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while reading the
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Not in presentation

will be highlighted

while reading the
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Section NA7.6.2.5(d)

The specific purpose of this change is to correct a minor grammatical error to
Iimprove readability; it should read as "are” instead of “is”

Not in presentation
will be highlighted
while reading the
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Not in presentation
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while reading the

code

Not in presentation
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while reading the
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|Section

|Description of Change

Section NA7.6.2.6(b)

Replaced "exempt" with "that are not required to comply”, clarifying that
certain areas are not subject to automatic time switch lighting controls functional
Jtesting.

Not in presentation
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while reading the
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Not in presentation
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Not in presentation
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while reading the
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|Section NA7.6.3.1

The specific purpose of the change to this section is to make non substantive
grammatical changes necessary to effectively communicate the requirements and
Istandards in a precise and clear manner.
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Not in presentation
will be highlighted
while reading the

code

Not in presentation
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Section NA7.6.5.1

This change updates the construction inspection requirements for demand
responsive controlled receptacles to match those for demand responsive lighting
controls in NA7.6.3.1.
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Section NA7.6.5.2

Replaces "lighting controls" with "controlled receptacles.”
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