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1.1 This specification describes the required properties and test methods for a cold liquid-
applied elastomeric-type membrane, one or two component, for waterproofing building decks
and walls subject to hydrostatic pressure in building areas to be occupied by personnel,
vehicles, or equipment. This specification applies only to a membrane system that will be

covered with a separate wearing course, traffic course, or backfill.

http://www techstreet.com/cgi-bin/detail ?product 1d=1217079

Page 1 of 3

4/26/2006



Techstreet.com : ASTM C836-05 : Standard Specification for High Solids Content, Cold Liquid-Applied Elastomeric Waterproofing Mem...

Standard Practice for Limited

Environmental Due Diligence:

Transaction Screen Process

. ASTM D3359-02

Standard Test Methods for
Measuring Adhesion by Tape
Test

. About Techstreet

- Services for Publishers
i Sell Your Content

Industry Stores

! Clients

. Press Releases
Thomson Corporation

Techmrogy Booh
for Enguwerns

Click Here

Freg Trade Publications
PUBLICATIONS

o

Note 14€"See Guide C 898 and Guide C 1471 for proper application of membrane.

1.2 The values stated in Sl units are to be regarded as the standard. The values given in
parentheses are for information only.

This standard does not purport to address all of the safety concerns, if any, associated with its
use. it is the responsibility of the user of this standard to establish appropriate safety and health
practices and determine the applicability of regulatory limitations prior to use.

1.3 There are no ISO standards similar or equivalent to this ASTM standard.

Keywords: crack bridging; membrane; waterproofing; 91.100.50; 91.100.50

e Special orders and age-dated materials are not returnable

o Shipping charges for non-PDF items will be added to your total based on the shipping method that you choose.
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1.1 This test method is suitable for both field and laboratory use to determine one or more of the

following:
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1.1.1 The near-surface tensile strength of the substrate as an indicator of the adequacy of
surface preparation before application of a repair or overlay material.

1.1.2 The bond strength of a repair or an overlay material to the substrate.

1.1.3 The tensile strength of a repair or overlay material, or an adhesive used in repairs, after
the material has been applied to a surface.

1.2 The values stated in either Sl units or inch-pound units are to be regarded separately as
standard. The values stated in each system may not be exact equivalents; therefore, each
system shall be used independently of the other. Combining values from the two systems may
result in non-conformance with the standard.

1.3 This standard does not purport to address all of the safety concerns, if any, associated with
its use. It is the responsibility of the user of this standard to establish appropriate safety and
health practices and determine the applicability of regulatory limitations prior to use.

Keywords: adhesives,; overlay materials; pull-off tensile strength; pull-off test; repair materials;
tensile bond strength; 91.080.40

Special orders and age-dated materials are not returnable

Shipping charges for non-PDF items will be added to your total based on the shipping method that you choose.
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Standard Practice for
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Assessments: Phase I

Environmental Site Assessment 1.1 This test method covers the determination of the elongation, tensile strength, and stiffness
Process (modulus of elasticity) of organic coatings when tested as free films.
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its use. It is the responsibility of the user of this standard to establish appropriate safety and
health practices and determine the applicability of regulatory limitations prior to use.> Specific
hazard statements are given in Section 7.

Keywords: elongation; organic coatings; stiffness; tensile properties; tensile strength; 25.220.60

e Special orders and age-dated materials are not returnable
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1.1 These test methods cover the determination of the resistance to cracking (flexibility) of
attached organic coatings on substrates of sheet metal or rubber-type materials.

1.2 The values stated in Si units are to be regarded as the standard. The values given in

parentheses are for information only.
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1.3 This standard does not purport to address all of the safety concerns, if any, associated with
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1. Scope

1.1 This specification covers liquid-applied neoprene and chlorosulfonated polyethylene
synthetic rubber solutions suitable for use in roofing and waterproofing.

12 The fqllowlng precaytiolnary caveat pertains onl_y to thg te_st meth_od portion, Se;:_tion 9, of this
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1.1 This practice covers procedures for the calculation of a property retention index (PRI) of
thermoplastic and thermoset plastics after exposure to thermal aging, natural or artificial
accelerated weathering, or chemical exposures.
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1.2 This practice is not intended to establish a fixed procedure for conducting the exposure test,
but it is intended to provide a set of specific procedures used to calculate the retention index of a
characteristic property of the material after it has been exposed. Selection of the specific
exposure test conditions depends on the material being tested and the property being
measured. It is up to the user to determine which exposure test conditions are most relevant to
the specific material and the service condition being used. The exposure test used must be
conducted in accordance with conditions described in specific exposure standards.

1.3 This practice does not describe procedures for sampling the materials to be tested. These
procedures are described in the standards and specifications applicable to the material being
evaluated.

1.4 The procedure used to calculate the PRI depends on whether the test used to characterize
the materials being exposed is destructive or nondestructive. The PRI can be useful in
describing short-term mechanical, electrical, and other properties of plastics at specified
temperatures after the materials have been subjected to an exposure test.

1.5 This standard does not purport to address ail of the safety concerns, if any, associated with
its use. It is the responsibility of the user of this standard to establish appropriate safety and
health practices and determine the applicability of regulatory limitations prior to use.

Note 1 - There is no similar or equivalent SO standard. 1SO DIS 11248 is significantly different
since it pertains only to thermosetting resins.

Keywords: accelerated test; aging; exposure; weathering; 83.080.20
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