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Comments on the 45 Day Language 
These comments are limited to that portion of the 45 Day Language that I have, so had time 
to comprehend. The Commission should delay adoption of their 2008 revisions until an analysis 
of how, or even if, their proposed changes can be implemented successfully. I believe at least 
some changes will be required to the wording of the Standards in order to make 
enforceable. 

Administrative Procedures 
Reclassify Non-Residential Acceptance procedures as Installation procedures 

which will be verified on Installation Certificates. These Certificates should be signed by the 
person or persons responsible for the Installation, Calibration or Commissioning of the regulated 
equipment. (This is the person who did the work, not someone who shows up after the work is 
completed) 

Signing the Certificate will signify that the requirements of Part 6, including the Mandatory 
Measures, have been met. It will also indicate that the appropriate procedures from the 
applicable Appendix have been read and completed successfully. 

Certificates should be approved by the Building Official IField Inspector and included 
in the information required to be given by the builder to the building owner. When a building is 
sold, the current building owner shall convey a copy of the approved compliance documents to 
the new owner. 

All Enforcement Agency Requirements must be placed in this section, not 
sprinkled all over the documentation. If a Building Official wants to know their for 
code enforcement, they will look in this section, nowhere else. 

If a local agency makes no alterations to the State's Energy Code, they should 
be allowed to develop their own additional building energy efficiency requirements, without 
seeking CEC approval. 

Calculation Methods 
.D. Requires all ACMs to demonstrate that they are reliable accurate relative to 

approved public domain computer programs. Since the Commission does not have any 
approved public domain programs, how can it legally approve ACMs? 

Insulation 
If "Quality Insulation Installation" procedures have been shown to be a cost effective 
conservation feature, why are they not mandatory requirement for all envelope insulation? 

This is not worded correctly. It now implies that there are no installation 
requirements for insulation NOT certified by the Department of Home Furnishings. For. instance, 
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there are many bubble wrap type insulation products, of dubious effectiveness, that are 
available in California that are not certified. 

51 18(e)2. Only refers to nonresidential buildings. It should apply to all buildings. With the 
emphasis on Green building products, more residential "attics" are being insulated with spray-on 
foam insulation that adheres to the bottom of the roof sheathing. 

51 18(9) This section seems to be confusing slab edge insulation requirements for directly 
heated slab on grade floors with some other insulation requirements. Table 118A only applies to 
directly heated slab on grade floors. It should not apply to non-structural topping sla~bs over 
concrete floors where there is a continuous layer of insulation between the structural concrete 
floor and the radiant panel above. Low-rise Residential raised floors already have higher 
insulation requirements. If the Commission wants to require insulation on High-rise R~esidential 
exposed concrete floors, then it must provide a separate table. 

The definition of "Heated Slab Floor" (page 43) is not correct. A radiant slab could be heated by 
many means; hot water pipes, hot air ducts, electric cables etc. Also Table 118 B should be 
labeled and referred to as "Table 11 8 A" & 118 C should be 11 8 6. 

Lighting Controls 
51 19(f)6. As long as the sensor is accurate, it should make no difference whether its' 
response is linear, logarithmic or whatever. 

51 19[(h)&(i)]2. The requireinents for these 2 sections are identical except for the offset 
requirements. Why? What is meant by offset and why is it specified at all? 

51 19(~) This seems to conflict withlreplicate 51 19(d). 

Ventilation 
5121(b)l. This section conflicts with the residential prohibition of using natural ventilation to 
meet required minimum outdoor air amounts. Since the residential mechanical ventilation 
requirements will increase electrical consumption, I assume those requirements were enacted in 
response to some overriding public health & safety concerns. If reliance on natural ventilation in 
single family homes is a problem, then it would be more of a problem in high-rise residential 
occupancies. Due to their smaller size, apartments and condos will typically have a higher 
concentration of contaminants in the air. Also, since many of these units will only have windows 
on one side, effective cross ventilation will be impossible. If there is  a valid health reason, 
mechanical ventilation should be required in all occupancies. If there is not, then the rlew 
mechanical ventilation requirements in the Residential Standards should be deleted. 

§121(e) This section does seem to require all occupancies, other than low-rise 
residential, to have a mechanical means of providing outside air if they have a mechar~ical 
ventilation or space conditioning system. 5121 (b) should therefore be deleted to be tmnsistent 
with this section. 
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